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GOA  LAMPE  DE  SOL / GOA  FLOOR  LAMP

 220 - 240 V  ~  50 / 60 Hz  E27  MAX  40 W       incandescent bulbs or MAX 13 W CFL    AMPOULE NON FOURNIE 

NATUREL/NATURAL

NATUREL/NATURAL

A4安装图

A4安装图

INSTALLATION DE L’APPAREIL
Avant l’installation couper l’alimentation électrique. Ce luminaire de classe II présente une isolation 
renforcée et ne doit pas être relié à la terre.
Pour conserver à ce produit toute sa sécurité, la longueur des conducteurs d’alimentation venant du
 mur ou du plafond devra impérativement être limitée à 8 cm de manière à ce qu’ils soient gainés par 
le manchon souple incorporé au boitier de raccordement. (S’ils sont plus court, raccourcir le manchon).
Prendre garde de ne pas endommager l’isolation des conducteurs bleu et marron pendant l’opération 
de dénudage des câbles.

INSTALLATION OF THE DEVICE
Before installation switch off the power supply. This class II lighting unit is double insulated and must 
not be earthed.
For the sake of maximum safety, it is essential that the length of the power supply wires from the wall
 or ceiling should be limited to 8 cm so that they are sheathed by the flexible sleeve incorporated into 
the connection box (if they are shorter, shorten the sleeve).
Be careful not damage blue and brown wire insulation when you uncover then.
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GOA  SUSPENSION / GOA  PENDANT  LAMP

NATUREL/NATURAL

NATUREL/NATURAL

 220 - 240 V  ~  50 / 60 Hz  E27  MAX  40 W       incandescent bulbs or MAX 13 W CFL    AMPOULE NON FOURNIE 
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